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LD 38: Conference Circuit Diagnostic 


This program is used to detect and isolate circuit faults on the conference 
equipment in the system. 


LD 38 can detect problems on the conference circuit such as: 


channel faults on the network card which interfaces a conference card to 
the system 


channel faults on the conference card 
conference faults associated with conferee group numbers 


switching faults controlling the attenuation feature. 


The program is used to 


enable a specific conference card 
disable a specific conference card 
check status of channels and conferee groups 


clear alarms and displays 


The program allows complete manual control in establishing a test 
conference, thus allowing the user to listen for noise and distortion. This 
includes: 


selection of a specific conference card 
selection of a specific conferee group 


stepping through all free channels and groups with special test 
conference. 
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Basic commands 


Some commands are not valid on Option 11 systems, since the conference 
circuits are always enabled. 


Note: Loops 29 and 30 are on the CPU/CONF card and loop 31 is on the 
Expansion Cabinet Data Cartridge (for Option 11 only). 


Basic commands 


CDSP 

CMIN ALL 

CMIN c 

CNFC loop 

CNFC MAN loop g 
CNFC STEP 


DISL loop 
DISX loop 
END 

ENLL loop 
ENLX loop 


LCNF loop 
STAT loop 


STAT cu 
STATIscu 


Clears the maintenance display on active CPU to 00 or blank 
Clear minor alarm indication on all attendant consoles 

Clear minor alarm indication on attendant consoles for customer c 
Test conference loop 

Set up for manual conference on conference group g 

Ready TTY for testing conferee groups 


Disable conference loop 

Disable Conf/TDS/MFS card on loop and loop - 1 (not valid on Option 11) 
Abort all current test activity 

Enable conference loop 

Enable Conf/TDS/MFS card on loop and loop - 1 (not valid on Option 11) 


List busy and disabled conferee groups on specified loop 
Provide status of conference card loop 


List conference card and group used by specified TN. (Option 11) 
List conference card and group used by specified TN. 
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Alphabetical list of commands 


Alphabetical list of commands 


Command 
CDSP 
CMIN ALL 


CMIN c 


CNFC loop 


Description 
Clears the maintenance display on active CPU to 00 or blank. 
Clear minor alarm indication on all attendant consoles. 


Clear minor alarm indication on attendant consoles for 
customer c. 


Test conference loop. 
Tests conference loop for channel, group and switching faults. 


Note: Both the conference loop and the adjacent TDS/MFS loop must 
be enabled to run the conference test. 


CNFC MAN loop g 


CNFC STEP 


Set up for manual conference on conference group g. 


Only one manual conference is be allowed at a time. The 
conference group range is 1-15. After this command, any 
telephone dialing SPRE 93 enters the conference, where 
SPRE is the special service prefix for the system. 


Going on-hook from that telephone takes it out of the 
conference. If going On-Hook causes the conference to go 
from a three-party to a two-party call processing may remove 
all conference equipment and establish the remaining two 
parties as a normal call. 

The END command, which normally removes all telephones in 
the manual conference, will no longer affect these two 
telephones, as they are no longer using the conference card. 


If the CNFC MAN command is entered from a maintenance 
set, the telephone automatically becomes part of the manual 
conference. 


Ready TTY for testing conferee groups. 


Readies the TTY into a special command mode for testing 
various channels and conferee groups audibly, using two 
telephones: one to monitor and one to act as a signal source. 
The CNFC MAN command should have been used previously 
to set up the two-party conference. 


Entering C on the command input device will step the 
conference on to the next available channel. 
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basic-1 


basic-1 


basic-1 


basic-1 


basic-1 


basic- 1 
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DISL loop 


DISX loop 


END 


ENLL loop 


ENLX loop 


Alphabetical list of commands 


Entering G will step to the next available conferee group. 
Entering an asterisk (*) will revert back to the normal command 
mode. 


Entering “END” or aborting LD 38 releases the manual 
conference. 


Disable conference loop. For NT8D17 Conference/TDS/MFS 
cards, see ENLL command. 


Disable NT8D17 Conf/TDS/MFS card. 


Disables the entire combined Conference, Tone and Digit 
Switch, and MF Sender (XCT) card. Both the even numbered 
and adjacent loop are disabled. 


Where: loop = 1, 3, 5,... 159 


The DISL and ENLL commands can be used on the even 
number loop for the conference function. However, this only 
prevents the loop from being used by software and does not 
affect the hardware status of the card. The DISX and ENLX 
commands are recommended. The ENLX command must be 
used if the DISX command was used to disable the card. 


This command can be used in LD 34, LD 38 and LD 46. 


Abort all current test activity. There will be a 30 second 
time-out dial tone for phones still off-hook. 


Enable conference loop. 


For NT8D17 Conference/TDS/MFS cards the DISX and ENLX 
commands must be used whenever the faceplate switch of the 
card has been toggled. ENLL will software enable the card but 
the card will not be properly reset. 


Enabling more than 16 conference loops may cause system to 
lock-up. 
Enable NT8D17 Conf/TDS/MFS card on loop and loop - 1. 


Enables all functions on the NT8D17 Conference/TDS card. 
Both the even numbered TDS/MFS loop and adjacent 
conference loop are enabled. 


Where: loop = 1, 3, 5... 159 
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basic- 1 


xct-15 


basic- 1 


basic-1 


xct-15 


LCNF loop 


STAT loop 


STAT cu 


STATIscu 
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If one of the loops is already enabled, it is disabled and then 
both loops are enabled. The Conf/TDS card is not enabled 
automatically when it is inserted. 


This command initiates card tests, downloads software and 
can be used in LD 34, LD 38 and LD 46. 


The DISL and ENLL commands can be used on the even 
number loop for the conference function. However, this only 
prevents the loop from being used by software and does not 
affect the hardware status of the card. The DISX and ENLX 
commands are recommended. 


Enabling more than 16 conference loops may cause the 
system to lock-up. 


List busy and disabled conferee groups on specified loop. basic-1 


Provide status of conference card loop. Output format is: basic-1 
1. CNFC N DSBL N BUSY =number of conferee groups 
disabled and busy 


2. CHAN N DSBL N BUSY = number of channels disabled 
and busy 


3. UNEQ = Card is not equipped in the system 
4. DSBL = card is disabled in software 








List conference card and group used by specified TN. 
(Option 11) 


Lists which conference card and conferee group is being used basic-1 
by the specified terminal number. 
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